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NOTICE : 

PL PREMIUM ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

1.   FLUTED PILASTER
PL 452F �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�x�£�Ê�Î�É�{�»�Ê�…�°�Ê�Ý�Ê�{�Ê�™�É�£�È�»�Ê�Ü�°�Ê
PL 590F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�x�»�Ê�Ü�°�Ê
PL 591F  �U�Ê�£�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�£�»�Ê�…�°�Ê�Ý�Ê�x�Ê�Î�É�n�»�Ê�Ü�°�Ê
PL 690F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�È�»�Ê�Ü�°�Ê
PL 696F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�È�»�Ê�…�°�Ê�Ý�Ê�È�»�Ê�Ü�°�Ê
PL 755F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�x�x�»�Ê�…�°�Ê�Ý�Ê�Ç�»�Ê�Ü�°�Ê
PL 769F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�È�™�»�Ê�…�°�Ê�Ê�Ý�Ê�Ê�Ç�»�Ê�Ü�°�Ê
PL 790F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�Ç�»�Ê�Ü�°�Ê
PL 890F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�n�»�Ê�Ü�°�Ê
PL 960F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�È�ä�»�Ê�…�°�Ê�Ý�Ê�Ê�™�»�Ê�Ü�°�Ê
PL 990F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�™�»�Ê�Ü�°�Ê
PL 999F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�™�»�Ê�…�°�Ê�Ý�Ê�™�»�Ê�Ü�°�Ê
PL 1296F �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�Ç�»�Ê�…�°�Ê�Ý�Ê�£�Î�Ê�Ç�É�n�»�Ê�Ü�°�Ê
PL 6108F �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�£�ä�n�»�Ê�…�°�Ê�Ý�Ê�È�»�Ê�Ü�°�Ê
PL 7102F  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�£�ä�Ó�»�Ê�…�°�Ê�Ý�Ê�Ç�»�Ê�Ü�°�Ê
PL 11108F �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�£�ä�n�»�Ê�…�°�Ê�Ý�Ê�£�£�»�Ê�Ü�°�Ê
PL 18120F �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�£�Ó�ä�»�Ê�…�°�Ê�Ý�Ê�£�n�Ê�Î�É�n�»�Ê�Ü�°�Ê

2.  DOUBLE PANEL PILASTER
PL 590DP �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�x�»�Ê�Ü�°�Ê

PL 690DP  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�È�»�Ê�Ü�°�Ê

PL 790DP  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�Ç�»�Ê�Ü�°�Ê

PL 890DP  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�n�»�Ê�Ü�°�Ê

PL 990DP  �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�™�»�Ê�Ü�°�Ê

PL 9102DP �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�£�ä�Ó�»�Ê�…�°�Ê�Ý�Ê�™�»�Ê�Ü�°�Ê

3.  SINGLE PANEL PILASTER
PL 590P  �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�x�»�Ê�Ü�°�Ê

PL 690P  �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�È�»�Ê�Ü�°�Ê

PL 790P  �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�Ç�»�Ê�Ü�°�Ê

PL 890P  �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�n�»�Ê�Ü�°�Ê

PL 990P  �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�™�»�Ê�Ü�°�Ê

PL 1190P  �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�ä�»�Ê�…�°�Ê�Ý�Ê�£�£�»�Ê�Ü�°

PL 9102P �U�Ê�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�£�ä�Ó�»�Ê�…�°�Ê�Ý�Ê�™�»�Ê�Ü�°

4.  SMOOTH PILASTER
PL 793 SM �U�Ê�Ó�Ê�£�É�{�»�Ê�«�°�Ê�Ý�Ê�™�Î�»�Ê�…�°�Ê�Ý�Ê�Ç�»�Ê�Ü�°�Ê

PILASTERS (sold as pairs)

 1  2 3 4                      
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5.  LONG FLUTED PILASTER
PL 490LF   • 1 7/8” p. x 90” h. x 4” w. 
PL 690LF   • 1 7/8” p. x 90” h. x 6” w.
PL 3100LF • 1 3/4” p. x 100” h. x 4 1/4” w.

6.  PILASTER
PL 1144L  • 1 3/4” p. x 96” h.
PL 1144R  • 1 3/4” p. x 96” h.
• Matches MD 1144

7.  PILASTER 
• Plinth Block is a separate piece. Sold with set.
PL 490F • 1 5/8” p. x 117 7/8” h. x 4 1/2” w. 
PL 5108   • 1 5/8” p. x 118 9/16” h. x 5 1/4” w. 
PL 6108   • 1 3/4” p. x 118” h. x 6” w. 

8.  PILASTER
PL 590ED • 1 1/8” p. x 84” h. x 2” w.

PILASTERS (sold as pairs)

 5 6 7 8                      8                      

Photo below shows the use of Spectis custom quoins, 
shutters and headers.
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NOTICE : 

PL PREMIUM ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

9.  PANEL MULL
PL 284P • 1 1/8” p. x 84” h. x 2” w. 

10.  FLUTED MULL
PL 284F • 1 1/8” p. x 84” h. x 2” w.                 9         10

MULLS

Photos above show the use of Spectis custom fluted pilasters.



ENTRANCE &
WINDOW
SYSTEMS

105

w w w . s p e c t i s . c o m

SHR 2613  • 26” Width • 13” Height
SHR 3819   • 38” Width • 19” Height
SHR 5025 • 50” Width • 25” Height
SHR 6030 • 60” Width • 30” Height

OPEN

• 1 3/8” Projection

SHC 4424  • 44” Width • 24” Height
SHC 4824  • 48” Width • 24” Height
SHC 5025  • 50” Width • 25” Height
SHC 5828  • 58” Width • 28” Height
SHC 6630  • 66” Width • 30” Height  

• 1 3/8” Projection

Photo above shows the following Spectis products: sunburst SHC 4824 and rake trim 
FAC 1382 left and right.

Photo above illustrates the following Spectis products: 
sunburst HCS 3016, rails RAL 2100 top & bottom & balusters  
BAL 2014-24.

SUNBURSTS

Photo above shows the use of Spectis header CSH 1006.
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NOTICE : 

PL PREMIUM ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

 HCS 2413  24” 13” 
 HCS 2513  25 5/8” 13 7/8” 
 HCS 2815  28”  15” 
 HCS 2915  29 5/8”   15 3/4” 
 HCS 3016  30”   16” 
 HCS 3217 32”   17” 
 HCS 3318  33”    18”  
 HCS 3619  36”    19” 
 HCS 3720  37”    20” 
 HCS 4021  40” 21”
 HCS 4121  41 5/8” 21 7/8”
 HCS 4222  42”   22”
 HCS 4423  44”  23”
 HCS 4825  48” 25”
 HCS 5227  52”  27”
 HCS 5629  56” 29” 
 HCS 6031  60” 31” 
 HCS 6433  64”   33”
 HCS 6835  68” 35”
 HCS 7237  72” 37”
 HCS 7639  76” 39” 
 HCS 8041  80” 41”
 HCS 8443  84” 43”
 HCS 8845  88” 45”
 HCS 9247  92” 47”
 HCS 9649  96” 49” 
 HCS 10052 100” 52”  
 HCS 10454  104” 54”
 HCS 10856  108” 56” 

 SUNBURST WIDTH HEIGHT

• 1 3/4” Projection

 HSS 2409  24” 9”

 HSS 2508  25 5/8” 8 1/4”

 HSS 2809  28” 9 3/8”

 HSS 2908  29” 8 1/4”

 HSS 3009  30” 9 3/8”

 HSS 3209  32”  9”

 HSS 3309  33” 8 1/4” 

 HSS 3609 36” 9” 

 HSS 3612  36” 12”

 HSS 3709  37” 9” 

 HSS 4010  40” 10” 

 HSS 4110  41” 10” 

 HSS 4210  42” 10” 

 HSS 4412  44”  12” 

 HSS 4812  48” 12” 

 HSS 5212  52” 12” 

 HSS 5612  56” 12” 

 HSS 6013  60” 13” 

 HSS 6413  64” 13” 

 HSS 6814  68” 14” 

 HSS 7214  72” 14” 

 HSS 7615  76” 15” 

 HSS 8015  80” 15” 

 HSS 8415  84” 15” 

 HSS 8816  88” 16” 

 HSS 9216  92” 16” 

 HSS 9617  96” 17” 

 HSS 10017  100” 17” 

* HSS 10210  102” 10” 

 HSS 10417  104” 17” 

 HSS 10818  108” 18”

 HSS 11218  112” 18”

* HSS 11412  114 1/8” 12 1/2” 

 HSS 12221  122” 21”

 HSS 12622  126” 22”

 HSS 13222  132” 22” 

 HSS 14414 144”  14 1/2” 

** HSS 19915  199” 15” 

 SUNBURST WIDTH HEIGHT

• 1 3/4” Projection

CUSTOM
SIZES 

AVAILABLE

* Garage Door Headers  
** Garage Door Header shipped in two pieces.

Photo above shows the following 
Spectis products: sunburst HCS 
4825.

SUNBURSTS
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Photo above illustrates the following 
Spectis products: custom size header 
CSH 1038, and moulding MD 1243. 

    WH 33-100  33 1/2” 4 1/2” 42 1/2” 10 3/8” 8” 3 1/4” 1 1/2”

 WH 33-101 29 1/2”  4 1/4” 38” 11 1/16” 8” 3 5/16” 1 9/16”

 WH 34-100  42” 6 1/2” 55” 11 5/8” 8” 6 1/4” 4 1/2”

MD 1207 • This moulding can be 
used to make returns on PD 3643

PD 3643 • 43 3/4” Base Width
• 51 3/8” Width • 36 1/8” Height

 PRODUCT       Breastboard 
 NUMBER A B C D E  Projection Thickness

E

AB

C

D

B

Dimensions

PEDIMENTS

SYSTEMS
PD 25102 

• 3 1/8” Projection 
• 25 1/2” Height

• 98 1/2” Base Width 
• 101 3/8” Top Width 

PWH 4421 
• 4 1/4” Projection
• 21 3/4” Height 
• 44” Base Width
• Profile matches MD 1015
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NOTICE : 

PL PREMIUM ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

 AT 1068-37 
• 37” Diameter
AT 1068-48 
• 48” Diameter

• Matches MD 1068

1 3/8”

4 1/4”

AT 1069-36
• 36” Diameter 

 AT 1069-72 
• 72” Diameter

• Matches MD 1069

1 1/4”

2”

 AT 1144
• Matches MD 1144

AT 1144
• Matches MD 1144

1 3/4”

5 1/2”

AT 1071-20 
• 20 1/2” Diameter

 • Matches MD 1071

1 1/16”

3 3/8”

ARCHES

This photo shows the use of Spectis products: arch AT 1025 with keystone.

AT1025
• Matches MD 1025

1 1/2”

5 1/2”

1”

AT1011
• Matches MD 1011

AT1025
• Matches MD 1025

 AT 1365
• Matches MD 1365

AT1458 - 48.5
• Matches MD 1458

2 1/2”

10”

AT1458 - 48.5

1 7/8”

5 1/2”
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AT1471-R55
AT1471-R180

• Matches MD 1471
AT1610-71.5

• Matches MD 1610

Photo above shows Spectis custom window arches with keystone.

1 7/8”

8 3/16”

1 1/2”

3 1/2”

Photo above shows Spectis custom steeple.

 20.5”  AT1144-20.5
 21” AT 1365 - 21 AT 1144 - 21 AT 1025 - 21 AT 1011-3.5 - 21  AT 1011 - 5.5 - 21 AT 1011 - 7.5 - 21
 24” AT 1365 - 24 AT 1144 - 24 AT 1025 - 24 AT 1011-3.5 - 24  AT 1011 - 5.5 - 24 AT 1011 - 7.5 - 24
 28” AT 1365 - 28 AT 1144 - 28 AT 1025 - 28 AT 1011-3.5 - 28  AT 1011 - 5.5 - 28 AT 1011 - 7.5 - 28
 30” AT 1365 - 30 AT 1144 - 30 AT 1025 - 30 AT 1011-3.5 - 30 AT 1011 - 5.5 - 30 AT 1011 - 7.5 - 30
 32” AT 1365 - 32 AT 1144 - 32 AT 1025 - 32 AT 1011-3.5 - 32  AT 1011 - 5.5 - 32 AT 1011 - 7.5 - 32
 36” AT 1365 - 36 AT 1144 - 36 AT 1025 - 36 AT 1011-3.5 - 36  AT 1011 - 5.5 - 36 AT 1011 - 7.5 - 36
 40” AT 1365 - 40 AT 1144 - 40 AT 1025 - 40 AT 1011-3.5 - 40  AT 1011 - 5.5 - 40 AT1011 - 7.5 - 40
 48” AT 1365 - 48 AT 1144 - 48 AT 1025 - 48 AT 1011-3.5 - 48  AT 1011 - 5.5 - 48 AT 1011 - 7.5 - 48
 60” AT 1365 - 60 AT 1144 - 60 AT 1025 - 60 AT 1011-3.5 - 60  AT 1011 - 5.5 - 60 AT 1011 - 7.5 - 60
 68” AT 1365 - 68 AT 1144 - 68 AT 1025 - 68 AT 1011-3.5 - 68 AT 1011 - 5.5 - 68 AT 1011 - 7.5 - 68
 72” AT 1365 - 72 AT 1144 - 72 AT 1025 - 72 AT 1011-3.5 - 72 AT 1011 - 5.5 - 72 AT 1011 - 7.5 - 72
 76” AT 1365 - 76 AT 1144 - 76 AT 1025 - 76 AT 1011-3.5 - 76  AT 1011 - 5.5 - 76 AT 1011 - 7.5 - 76

 
  K 2726 K 2711 K 2703 K 2729  K 2730 K 2731 

 INSIDE
  DIAMETER     ARCH NUMBERS

MATCHING KEYSTONES

ARCHES



                             CUSTOM ARCH WITH FLANKERS QUOTE FORM    

B

A

Company:  _______________________________
Contact Name:  ___________________________
Address:  _________________________________
__________________________________________

City/State/Zip:  ___________________________
Phone:  __________________________________
Fax:  _____________________________________
Date:  ____________________________________

CC
D

 Fill in all dimensions

A = _____________  Inches
B = _____________  Inches
C = _____________  Inches
D = _____________  Inches
Radius = ________  Inches

CROSSHEAD OPTION (Choose one only)

CSH 1052
• 3 3/4” Projection • 6” Height

CSH 1052CSH 1354
• 4 1/2” Projection • 9 3/4” Height 

CSH 1354

KEYSTONE
   YES         NO

AT 1011-5.5
• 1” Projection 
• 5.5” Height

 ARCH OPTION 
(Choose one only)

AT 1365
• 2 1/4” Projection 

• 10” Height

Radius

AT 1011-3.5
• 1” Projection 
• 3.5” Height

AT 1144
• 1 3/4” Projection 

• 5 1/2” Height
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NOTICE : 

PL PREMIUM ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.
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K 2709
• 5 1/4” Projection 
• 14 1/4” Height 
• 10 3/4” Width

K 2725
• 4” Projection 
• 8 1/2” Height 
• 8 3/8” Width

K 2731
• 2” Projection 
• 8 3/4” Height 
• 7 1/2” Width
• For AT 1011-7.5

K 2729
• 2” Projection 
• 4 1/4” Height 
• 3 1/2” Width
• For AT 1011-3.5

K 2730
• 2” Projection 
• 6 1/2” Height 
• 5 7/16” Width
• For AT 1011-5.5

K 2728
• 2 3/4” Projection 
• 6 1/2” Height 
• 4 1/2” Width

K 2741
• 3” Projection 
• 10 1/4” Height 
• 9” Width

K 2737
• 1” Projection 
• 7 1/2” Height 
• 6” Width

K 2723
• 2” Projection 
• 8” Height 
• 10” Width

K 2705
• 2 1/2” Projection 
• 7” Height 
• 6” Width
• For 5 1/2” Flat Board

K 2712
• 3 1/2” Projection
• 6” Height 
• 5 7/8” Width

K 2707
• 3 1/2” Projection
• 7 3/4” Height 
• 8 1/4” Width

K 2740
• 3 5/8” Projection 
• 8” Height 
• 8” Width
• For MD 1144

K 2742
• 5 1/2” Projection 
• 15” Height 
• 11” Width

K 2748
• 3 3/4” Projection 
• 9” Height 
• 7 3/4” Width
• For MD 1775

K 2748
• 3 3/4” Projection 
• 9” Height 
• 7 3/4” Width
• For MD 1775

K 2710
• 4” Projection
• 13 7/8” Height 
• 11 1/2” Width

K 2733
• 2 5/8” Projection 
• 5 1/2” Height 
• 4 5/8” Width

K 2747
• 2 1/4” Projection 
• 4 1/2” Height 
• 4 1/4” Width
• For Extended 
   Brickmould      
   (MD1069 Ext)

K 2706
• 4” Projection
• 10” Height 
• 6 1/2” Width
• For MD 1267

K 2711
• 2 3/4” Projection
• 6 1/2” Height 
• 4 1/2” Width
• For MD 1144

K 2713
• 4” Projection
• 12” Height 
• 6 1/2” Width
• For BL 2420

K 2704
• 2 3/16” Projection
• 2 7/8” Height 
• 3 1/4” Width
• For Brick Mould

K 2715
• 6 1/2” Projection 
• 12” Height 
• 9 1/2” Width
• For MD 1252

K 2722
• 2 7/8” Projection 
• 7 3/4” Height 
• 7” Width

KEYSTONES
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NOTICE : 

PL PREMIUM ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

K 2732
• 4 1/4” Projection 
• 9 3/4” Height 
• 6” Width
• For MD 1267

K 2717
• 6 1/4” Projection 
• 14 3/4” Height 
• 12” Width
• For MD 1006 

K 2720
• 5” Projection 
• 10 1/4” Height 
• 10” Width
• For MD 1336

K 2726
• 5” Projection 
• 12” Height 
• 8 1/4” Width
• For MD 1365 

K 2727
• 6 3/8” Projection 
• 11 1/2” Height 
• 10” Width
• For MD 1354

K 2718
•  8” Projection 
•  8” Height 
•  8” Width
• For MD 1142 

K 2734
• 3 1/8” Projection 
• 10 1/16” Height 
• 7 11/16” Width
• For MD 1422

K 2735
• 2 5/8” Projection 
• 7 3/4” Height 
• 8 3/8” Width
• For MD 1576

K 2736
• 3 7/8” Projection 
• 8” Height 
• 8” Width
• For MD 1764

K 2738
• 6” Projection 
• 10” Height 
• 7” Width
• For MD 1697

K 2739
• 2 1/2” Projection 
• 6 1/2” Height 
• 4 1/2” Width
• For MD 1144

K 2746
• 3 7/8” Projection 
• 8 5/8” Height 
• 8” Width
• For MD 1764

K 2743
• 4 1/4” Projection 
• 7” Height 
• 6” Width
• For MD 1610

K 2744
• 6” Projection 
• 7” Height 
• 7” Width
• For MD 1760 &
   MD 1761

K 2745
• 5 1/2” Projection 
• 9 1/2” Height 
• 7” Width
• For MD 1762 &
   MD 1763

KEYSTONES

K 2719
• 4 1/2” Projection 
• 5 3/4” Height 
• 5 3/4” Width
• For MD 1158

K 2721
• 7” Projection 
• 21” Height 
• 16” Width
• For MD 1252

K 2724
• 5 1/4” Projection 
• 11” Height 
• 8 1/8” Width
• For MD 1252

K 2700
• 5 1/2” Projection 
• 10 1/8” Height 
• 8” Width
• For MD 1015

K 2701
• 4 1/4” Projection 
• 10 1/2” Height 
• 8” Width
• For MD 1035

K 2702
• 4 3/4” Projection 
• 7” Height 
• 8” Width
• For MD 1052

K 2703
• 2 1/2” Projection 
• 6 1/2” Height 
• 6” Width
• For MD 1025

K 2708
• 4 7/8” Projection
• 13 1/2” Height 
• 8 3/4” Width
• For MD 1004

K 2714
• 4 1/4” Projection 
• 7” Height 
• 6” Width
• For MD 1267

K 2716
• 3 1/8” Projection 
• 9” Height 
• 7 11/16” Width
• For MD 1018 


